
IP-VP8030-4MM
HD IP CAMERA

FEATURES:

•	 1/3” CMOS Sensor
•	 Effective Pixels: 1920(H)x1080(V)
•	 2 Megapixel Image Resolution
•	 30 IR, 0 Lux
•	 3.3~12mm Vari Focal Lens
•	 30fps; Audio Input/Output
•	 12V DC / PoE

SPECIFICATIONS

Model
Image Sensor
Video Compression
Audio Compression
Image Resolution
Video Resolution
Frame Rate
Lens
Stream (adjustable)
IR Range
Audio
Alarm
RS485
Storage
Network Protocol
LAN
Protection Grade
Remote Control
Client Number
Power Supply

2 Megapixel Waterproof IP Camera
1/3” CMOS Sensor
H.264
G711A
1080p, 720p, VGA, QVGA
1920x1080(1080p), 1280x720(720p), 640x780(VGA), 320x240(QVGA)
Max 30fps
3.3~12mm Vari Focal Lens
1080p: 512~8192kbps, 720p: 256~4096kbps, VGA: 128~4096kbps, QVGA: 64~1024kbps

10-20m; 24IR
1ch Mic Input, 1ch Mic Output
1ch Alarm Input, 1ch Alarm Output
Yes
microSD; up to 64GB storage
TCP/IP, DHCP, PPPoE, DDNS, SMTP, UPnP, RTSP, NTP
10100m RJ45
IP66
IE Browsing, Remote Control via CMS
Max 4
DC12V / PoE
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phone: 801.455.0413

fax: 213.536.2038
email: dixonsecurity@gmail.com

location: 1744 Sego Lily Drive
Sandy, UT 84092


