
SDI-VP8835VF-2812
HD SDI HIGH RESOLUTION CAMERA

FEATURES:

•	 2.1 Mega Pixel, 1/3” Panasonic CMOS Senso
•	 Effective Pixels: 1944(H) x 1092(V)
•	 2.8~12mm Vari-Focal Lens
•	 Weatherproof & Vandalproof; 12V DC
•	 35 IR; OSD Menu

SPECIFICATIONS

Image Sensor
Effective Pixel
Min Illumination
OSD
WDR
3D-NDR
Defog 
Sens-Up
White Balance
Video Output
B.L.C. Control
D-Zoom
TV System
Electronic Shutter
Lens
IR; Distance
Power Supply
Power Consumption
Temperature

2.1 Mega Pixel, 1/3” CMOS Sensor
1944(H) x 1092(V)
Color: 0.2 Lux / B&W: 0.01 Lux
Yes
OFF / ON (Level Adjuster)
OFF / ON (Low / Middle / High)
OFF / ON
OFF / ON
AWB / ATW / Push / Manual
HD-SDI	(SMPTE	292M	Compatible)	/	CVBS:	1.0	Vp-p	Composite	Signal	(75Ω)	
OFF / ON
1.0x~8.0x
PAL / NTSC
Auto / Manual / FLK
2.8~12mm Vari Focal Lens
42 IR; 15-25m
DC 12V
400mA
-10°C ~ 50°C
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phone: 801.455.0413

fax: 213.536.2038
email: dixonsecurity@gmail.com

location: 1744 Sego Lily Drive
Sandy, UT 84092


